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Codington County, South Dakota
Nontechnical Soil Descriptions

Bc - Brookings Silty Clay Loam

Bc BROOKINGS SILTY CLAY LOAM - The Brookings series consists of deep, well drained and
moderately well drained soils formed in loess over glacial till on upland flats and

swales. Permeability is moderate in the upper part and moderate or moderately slow in the
glacial till. This soil has high available water capacity and high organic matter

content. Flooding is NONE.

Bh - Brookings—Hidewood Silty Clay Loams

Bh BROOKINGS-HIDEWOOD SILTY CLAY LOAMS - The Brookings series consists of deep, well
drained and moderately well drained soils formed in loess over glacial till on upland

flats and swales. Permeability is moderate in the upper part and moderate or moderately

slow in the glacial till. This soil has high available water capacity and high organic

matter content. Flooding is NONE.

Bh BROOKINGS-HIDEWOOD SILTY CLAY LOAMS - The Hidewood series consists of deep, poorly
drained, moderately and moderately slowly permeable soils on uplands. They formed in

loess or in local alluvium derived from loess overlying loamy glacial till. This soil has

high available water capacity and high organic matter content. Flooding is RARE.

BmD - Buse Loam, 9 To 15 Percent Slopes

BmD BUSE LOAM, 9 TO 15 PERCENT SLOPES - The Buse series consists of very deep, well
drained soils that formed in loamy glacial till on moraines. These soils have moderate

and moderately slow permeability. This soil has high available water capacity and

moderate organic matter content. Flooding is NONE.

BmE - Buse Loam, 15 To 35 Percent Slopes

BmE BUSE LOAM, 15 TO 35 PERCENT SLOPES - The Buse series consists of very deep, well
drained soils that formed in loamy glacial till on moraines. These soils have moderate

and moderately slow permeability. This soil has high available water capacity and

moderate organic matter content. Flooding is NONE.

Bo — Buse Stony Loam

Bo BUSE STONY LOAM - The Buse series consists of very deep, well drained soils that
formed in loamy glacial till on moraines. These soils have moderate and moderately slow
permeability. This soil has high available water capacity and moderate organic matter
content. Flooding is NONE.

BpD - Buse-Poinsett Silt Loams, 9 To 15 Percent Slopes

BpD BUSE-POINSETT SILT LOAMS, 9 TO 15 PERCENT SLOPES - The Buse series consists of very
deep, well drained soils that formed in loamy glacial till on moraines. These soils have

moderate and moderately slow permeability. This soil has high available water capacity

and moderate organic matter content. Flooding is NONE.

BpD BUSE-POINSETT SILT LOAMS, 9 TO 15 PERCENT SLOPES - The Poinsett series consists of
very deep, well drained soils formed in silty glacial drift on uplands. Permeability is

moderate. This soil has high available water capacity and high organic matter content.

Flooding is NONE.

BsD — Buse-Sioux Loams, 6 To 15 Percent Slopes

BsD BUSE-SIOUX LOAMS, 6 TO 15 PERCENT SLOPES - The Buse series consists of very deep,
well drained soils that formed in loamy glacial till on moraines. These soils have

moderate and moderately slow permeability. This soil has high available water capacity

and moderate organic matter content. Flooding is NONE.

BsD BUSE-SIOUX LOAMS, 6 TO 15 PERCENT SLOPES - The Sioux series consists of excessively
drained soils formed in sand and gravel on outwash plains, terraces, and eskers. They are

very shallow over gravelly sand. Permeability is rapid or very rapid. This soil has low

available water capacity and moderate organic matter content. Flooding is NONE.

Bu — Buse-Sioux Stony Loams

Bu BUSE-SIOUX STONY LOAMS - The Buse series consists of very deep, well drained soils
that formed in loamy glacial till on moraines. These soils have moderate and moderately

slow permeability. This soil has high available water capacity and moderate organic

matter content. Flooding is NONE.

Bu BUSE-SIOUX STONY LOAMS - The Sioux series consists of excessively drained soils formed
in sand and gravel on outwash plains, terraces, and eskers. They are very shallow over

gravelly sand. Permeability is rapid or very rapid. This soil has low available water

capacity and moderate organic matter content. Flooding is NONE.
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BvD - Buse-Vienna Loans, 6 To 15 Percent Sl opes

BvD BUSE-VI ENNA LOAMS, 6 TO 15 PERCENT SLOPES - The Buse series consists of very deep,
wel | drained soils that formed in loany glacial till on noraines. These soils have
nmoder at e and noderately slow perneability. This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE.

BvD BUSE-VI ENNA LOAMS, 6 TO 15 PERCENT SLOPES - The Vi enna series consists of very deep,
wel | drained soils formed in silty and | oa material and the underlying |oany glacial
till on uplands. These soils have noderately slow perneability. This soil has high

avai |l abl e water capacity and noderate organic matter content. Flooding is NONE

Bx - Buse-Barnes-Si oux Stony Loans

Bx BUSE-BARNES-SI QUX STONY LOAMS - The Buse series consists of very deep, well drained
soils that formed in loany glacial till on noraines. These soils have noderate and
nmoderately slow perneability. This soil has high avail able water capacity and noderate
organic matter content. Flooding is NONE

Bx BUSE-BARNES-SI OQUX STONY LOAMS - The Barnes series consists of very deep, well drained,
nmoderate or noderately slowy perneable soils that formed in loany till. These soils are
on till plains and noraines. This soil has high avail able water capacity and noderate
organi c matter content. Flooding is NONE

Bx BUSE-BARNES-SI OQUX STONY LOAMS - The Sioux series consists of excessively drained soils
formed in sand and gravel on outwash plains, terraces, and eskers. They are very shallow
over gravelly sand. Perneability is rapid or very rapid. This soil has |ow avall abl e

wat er capacity and noderate organic nmatter content. Flooding is NONE.

Cs - Aquents, Saline

Cs AQUENTS, SALINE - Aquents, saline consists of very deep, poorly drained and very
poorly drained areas with sandy to clayey surface |ayers and sandg to clayey underlying
materi al on saline | ake beds. The?/ are ponded during wet periods but exposed during dry
periods. This soil has high avail abl e water capacity and noderate organic natter content.
Fl oodi ng i s NONE.

Ef A - Egel and Fine Sandy Loam 0 To 3 Percent Sl opes

Ef A EGELAND FI NE SANDY LOAM 0 TO 3 PERCENT SLOPES - The Egel and series consists of deep,
wel | drained soils formed in glacial outwash sedinents. These soils are on terraces and

upl ands. They have noderately rapid pernmeability. This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE

Ef B - Egel and Fine Sandy Loam 3 To 9 Percent Sl opes

Ef B EGELAND FI NE SANDY LOAM 3 TO 9 PERCENT SLOPES - The Egel and series consists of deep,
wel | drained soils formed in glacial outwash sedinents. These soils are on terraces and

upl ands. They have noderately rapid pernmeability. This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE

EsA - Estelline Silt Loam O To 3 Percent Sl opes

EsA ESTELLINE SILT LOAM 0 TO 3 PERCENT SLOPES - The Estelline series consists of deep,
wel |l drained soils formed in silty materials overI%i ng sand and gravel on streamterraces
and outwash pl ains. Pern’eabilit?/ is nmoderate in the solumand rapid in the sand and
gravel. This soil has high available water capacity and high organic matter content.

Fl oodi ng i s NONE.

EsB - Estelline Silt Loam 3 To 6 Percent Sl opes

EsB ESTELLINE SILT LOAM 3 TO 6 PERCENT SLOPES - The Estelline series consists of deep,
wel |l drained soils formed in silty materials overI%i ng sand and gravel on streamterraces
and outwash pl ains. Perrreabilit?/ is noderate in the solumand rapid in the sand and
gravel. This soil has high available water capacity and high organic matter content.

Fl oodi ng i s NONE.

FdA - Fordville Silt Loam O To 3 Percent Sl opes

FdA FORDVILLE SILT LOAM 0 TO 3 PERCENT SLOPES - The Fordville series consists of very
deep, well drained soils forned in |oany sedinents that are noderately deep over sand and
gravel on outwash plains, terraces, and flood plains. Perneability is noderate in the
solumand rapid in the underlying sand and gravel. This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE

FdB - Fordville Silt Loam 3 To 6 Percent Sl opes

FdB FORDVILLE SILT LOAM 3 TO 6 PERCENT SLOPES - The Fordville series consists of very
deep, well drained soils forned in |oany sedinents that are noderately deep over sand and
gravel on outwash plains, terraces, and flood plains. Perneability is noderate in the
solumand rapid in the underlying sand and gravel. This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE
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Ff A — Fordvill e-Renshaw Loanms, 0 To 3 Percent Sl opes

Ff A FORDVI LLE-RENSHAW LOAMS, 0 TO 3 PERCENT SLOPES - The Fordville series consists of
very deep, well drained soils forned in | oany sedinents that are noderately deep over sand
and gravel on outwash plains, terraces, and flood plains. Perneability is npderate in the
solumand rapid in the underlying sand and gravel. This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE.

Ff A FORDVI LLE-RENSHAW LOAMS, 0 TO 3 PERCENT SLOPES - The Renshaw series consists of very
deep, sonewhat excessively drained soils formed in |oany sedinents and the underlying sand
and gravel on outwash plains, terraces, and flood plains. Perneability is rapid or very
rapid. This soil has |ow avail abl e water capacity and noderate organic natter content.

Fl oodi ng i s NONE.

FfB — Fordvill e-Renshaw Loanms, 3 To 6 Percent Sl opes

Ff B FORDVI LLE-RENSHAW LOAMS, 3 TO 6 PERCENT SLOPES - The Fordville series consists of
very deep, well drained soils forned in | oany sedinents that are noderately deep over sand
and gravel on outwash plains, terraces, and flood plains. Perneability is nbpderate in the
solumand rapid in the underlying sand and gravel. This soil has noderate avail abl e water
capacity and noderate organic matter content. Flooding is NONE.

FfB FORDVI LLE-RENSHAW LOAMS, 3 TO 6 PERCENT SLOPES - The Renshaw series consists of very
deep, sonewhat excessively drained soils formed in | oany sedinents and the underlying sand
and gravel on outwash plains, terraces, and flood plains. Perneability is rapid or very
rapid. This soil has |ow avail abl e water capacity and noderate organic nmatter content.

Fl oodi ng i s NONE.

FmB - Forman Cobbly Loam 3 To 6 Percent Sl opes

FmB  FORMAN COBBLY LOAM 3 TO 6 PERCENT SLOPES - The Fornan series consists of deep, well
drai ned, noderately slowy perneable soils formed in calcareous till. These soils are on
till plains. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE

FnmC - Forman Cobbly Loam 6 To 9 Percent Sl opes

FC FORMAN COBBLY LOAM 6 TO 9 PERCENT SLOPES - The Fornan series consists of deep, well
drai ned, noderately slowy perneable soils formed in calcareous till. These soils are on
till plains. This soil has high avail able water capacity and noderate organic matter
content. Flooding is NONE

FnA - Forman Loam 0O To 3 Percent Sl opes

FnA FORVAN LOAM 0 TO 3 PERCENT SLOPES - The Fornan series consists of deep, well

drai ned, noderately slowy perneable soils formed in calcareous till. These soils are on
till plains. This soil has high available water capacity and high organic matter content.
Fl oodi ng i s NONE.

FnB - Forman Loam 3 To 6 Percent Sl opes

FnB FORMVAN LOAM 3 TO 6 PERCENT SLOPES - The Fornan series consists of deep, well

drai ned, noderately slowy perneable soils formed in calcareous till. These soils are on
till plains. This soil has high available water capacity and high organic matter content.
Fl oodi ng i s NONE.

FnC - Forman Loam 6 To 9 Percent Sl opes

FnC FORVAN LOAM 6 TO 9 PERCENT SLOPES - The Fornan series consists of deep, well

drai ned, noderately slowy perneable soils formed in calcareous till. These soils are on
till plains. This soil has high available water capacity and high organic matter content.
Fl oodi ng i s NONE.

KrB - Kranzburg Silty Cay Loam 3 To 6 Percent Sl opes

KrB KRANZBURG SILTY CLAY LOAM 3 TO 6 PERCENT SLOPES - The Kranzburg series consists of
very deep, well drained soils forned in silty glacial drift and the underlying gl aci al
till on uplands. Perneability is noderately slow. This soil has high available water
capacity and high organic matter content. Flooding is NONE

La - Lamoure Silty Cay Loam
La LAMOURE SILTY CLAY LOAM - The Lanoure series consists of very deep, somewhat poorly
drained or poorly drained soils fornmed in silty alluviumon flood plains. Perneability is

nmoderate or noderately slow This soil has high avail able water capacity and high organic
matter content. Flooding is OCCAS.
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Lc - Lamoure Silty day Loam Channel ed

Lc LAMOURE SILTY CLAY LOAM CHANNELED - The Lampure series consists of very deep,
somewhat poorly drained or poorly drained soils formed in silty alluviumon flood plains.
Perneability is noderate or noderately slow. This soil has high avail able water capacity
and high organic matter content. Flooding is FREQ

Lp — La Prairie Silt Loam

Lp LA PRAIRIE SILT LOAM - The La Prairie series consists of very deep, noderately well
drai ned, noderately perneable soil that formed in loany alluvium These soils are on
terraces, and bottomlands in streamvalleys. This soil has high avail able water capacity
and noderate organic matter content. Flooding is OCCAS.

Ma - Southam Silty Cay Loam

Ma  SOUTHAM SI LTY CLAY LOAM - The Sout ham series consists of deep, very poorly drained,
slowy perneable soils that forned in local alluvial sedinents fromglacial drift. These
soils are in basins and depressions on glacial till plains, glacial noraines, and

gl aci ol acustrine plains. This soil has high avail abl e water capacity and organic matter
content. Flooding is NONE. Ponding duration is VERY LONG

Ms — Southam Silty Cay Loam

Ms  SOUTHAM SI LTY CLAY LOAM - The Sout ham series consists of deep, very poorly drained,
slowy perneable soils that forned in local alluvial sedinents fromglacial drift. These
soils are in basins and depressions on glacial till plains, glacial noraines, and

gl aciol acustrine plains. This soil has high avail able water capacity and organic matter
content. Flooding is NONE. Ponding duration is VERY LONG

d - ddham Silty day Loam

Qd COLDHAM SILTY CLAY LOAM - The O dham series consists of very deep, poorly drained and
very poorly drained soils formed in clayey local alluviumin upland basins and
depressions. Perneability is slow or noderately slow. This soil has high avail abl e water
capacity and high organic matter content. Flooding is NONE.

O - ddham And Parnell Silty Cay Loans

Op COLDHAM AND PARNELL SILTY CLAY LOAMS - The Parnell series consists of very deep, very
poorly drained and poorly drained soils that formed in clayey water-sorted sedinments from
glacial drift in depressions, swales and drai nageways on gl acial noraines. These soils
have slow permeability. This soil has high available water capacity and high organic
matter content. Flooding is NONE. Ponding duration is LONG

Op COLDHAM AND PARNELL SILTY CLAY LOAMS - The O dham series consists of ver?/ deeB, poorly
drai ned and very poorly drained soils forned in clayey local alluviumin upland basins and
depressions. Perneability is slow or noderately slow. This soil has high avail abl e water
capacity and high organic matter content. Flooding is NONE.

Ow - O dham And Parnell Silty Cay Loans, Wt

Owv COLDHAM AND PARNELL SILTY CLAY LOAMS, WET - The Parnell series consists of very deep,
very poorly drained and poorly drained soils that formed in clayey water-sorted sedinents
fromglacial drift in depressions, swales and drai nageways on gl acial norai nes. These
soils have slow perneability. This soil has high avail able water capacity and hi gh
organic matter content. Flooding is NONE. Ponding duration is LONG

Owv COLDHAM AND PARNELL SILTY CLAY LOAMS, WET - The O dham series consists of very deep,
Boorl y drained and very poorly drained soils formed in clayey local alluviumin upland
asins and depressions. Pernmeability is slow or noderately slow This soil has high

avai l abl e water capacity and high organic natter content. Flooding is NONE.

PmA - Poinsett Loam 0 To 3 Percent Sl opes

PmA PO NSETT LOAM 0 TO 3 PERCENT SLOPES - The Poinsett series consists of very deep,
wel |l drained soils formed in silty glacial drift on uplands. Perneability is noderate.
This soil has high avail able water capacity and high organic matter content. Flooding is
NONE.

PmB - Poinsett Loam 3 To 7 Percent Sl opes
PmB PO NSETT LOAM 3 TO 7 PERCENT SLOPES - The Poinsett series consists of very deep,
wel |l drained soils formed in silty glacial drift on uplands. Perneability is noderate.

This soil has high avail able water capacity and high organic matter content. Flooding is
NONE.
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PnB - Poinsett Silt Loam 3 To 6 Percent Sl opes

PnB PO NSETT SILT LOAM 3 TO 6 PERCENT SLOPES - The Poinsett series consists of very
deep, well drained soils forned in silty glacial drift on uplands. Perneability is
noderate. This soil has high avail able water capacity and hi gh organic matter content.
Fl oodi ng i s NONE.

PoC - Poi nsett -Buse-Fornman Loanms, 6 To 9 Percent Sl opes

PoC PO NSETT-BUSE-FORMAN LOAMS, 6 TO 9 PERCENT SLOPES - The Buse series consists of very
deep, well drained soils that formed in loany glacial till on noraines. These soils have
noder at e and noderately slow perneability. This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE.

PoC PO NSETT-BUSE-FORMAN LOAMS, 6 TO 9 PERCENT SLOPES - The Forman series consists of
deeP, wel | drained, noderately slowy perneable soils formed in calcareous till. These
soils are on till plains. This soil has high avail able water capacity and hi gh organic
matter content. Flooding is NONE

PoC PO NSETT-BUSE-FORMAN LOAMS, 6 TO 9 PERCENT SLOPES - The Poi nsett series consists of
very deep, well drained soils forned in silty glacial drift on uplands. Perneability is
noderate. This soil has high avail able water capacity and high organic nmatter content.

Fl oodi ng i s NONE.

PsB - Poi nsett-Forman Silt Loams, 3 To 6 Percent Sl opes

PsB PO NSETT-FORMAN SI LT LOAMS, 3 TO 6 PERCENT SLOPES - The Forman series consists of
deeP, wel | drained, noderately slowy perneable soils formed in calcareous till. These
soils are on till plains. This soil has high avail able water capacity and high organic
matter content. Flooding is NONE

PsB PO NSETT-FORMAN SI LT LOAMS, 3 TO 6 PERCENT SLOPES - The Poi nsett series consists of
very deep, well drained soils forned in silty glacial drift on uplands. Perneability is
noderate. This soil has high avail able water capacity and high organic nmatter content.
Fl oodi ng i s NONE.

PwWA - Poi nsett-Waubay Silty Cay Loans, 0 To 3 Percent Sl opes

PwA PO NSETT-WAUBAY SILTY CLAY LOAMS, 0 TO 3 PERCENT SLOPES - The Poi nsett series
consists of very deep, well drained soils formed in silty glacial drift on uplands.
Perneability is noderate. This soil has high available water capacity and high organic
matter content. Flooding is NONE

PwA PO NSETT-WAUBAY SILTY CLAY LOAMS, 0 TO 3 PERCENT SLOPES - The Waubay series consists
of very deep, noderately well drained soils formed in local silty glaciofluvial deposits
on flats or footslopes, in slight depressions and in swales. These soils have noderate
permeability. This soil has high avail able water capacity and high organic matter
content. Flooding is NONE

Ra - Rauville Silty Cay Loam

Ra RAUVILLE SILTY CLAY LOAM - The Rauville series consists of deep, very poorly drained
soils formed in alluviumon flats and bottom|ands. Perneability 1s noderate or
noderately slowin the upBerpart and noderately rapid in the underlying sand and gravel.
This soil has high avail able water capacity and high organic matter content. Flooding is
FREQ.

RsA - Renshaw-Si oux Conplex, 0 To 3 Percent Sl opes

RsA RENSHAW-SI QUX COVWPLEX, 0 TO 3 PERCENT SLOPES - The Sioux series consists of
excessively drained soils forned in sand and gravel on outwash plains, terraces, and
eskers. They are very shallow over gravelly sand. Perneability is rapid or very rapid.
This soil has |ow avail abl e water capacity and noderate organic matter content. Fl oodi ng
i s NONE.

RsA RENSHAW-SI OQUX COVPLEX, 0 TO 3 PERCENT SLOPES - The Renshaw series consists of very
deep, somewhat excessively drained soils forned in |oany sedinments and the underlying sand
and gravel on outwash plains, terraces, and flood plains. Perneability is rapid or very
rapid. This soil has |ow avail able water capacity and noderate organic natter content.

Fl oodi ng i s NONE.

RsB - Renshaw-Si oux Conplex, 3 To 6 Percent Sl opes

RsB RENSHAW-SI OQUX COWPLEX, 3 TO 6 PERCENT SLOPES - The Renshaw series consists of very
deep, somewhat excessively drained soils forned in |oany sedinments and the underlying sand
and gravel on outwash plains, terraces, and flood plains. Perneability is rapid or very
rapid. This soil has |ow avail able water capacity and noderate organic natter content.

Fl oodi ng i s NONE.

RsB RENSHAW-SI OQUX COVWPLEX, 3 TO 6 PERCENT SLOPES - The Sioux series consists of
excessively drained soils forned in sand and gravel on outwash plains, terraces, and
eskers. They are very shallow over gravelly sand. Perneability is rapid or very rapid.
This soil has | ow avall able water capacity and noderate organic matter content. Fl oodi ng
i's NONE.
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Ts — Buse-Sioux Conplex, 9 To 40 Percent Sl opes

Ts BUSE-SI QUX COVPLEX, 9 TO 40 PERCENT SLOPES - The Buse series consists of very deep,
wel | drained soils that formed in loany glacial till on noraines. These soils have
nmoder at e and noderately slow perneability. This soil has high avail able water capacity
and noderate organic matter content. Flooding is NONE.

Ts BUSE-SI OQUX COVPLEX, 9 TO 40 PERCENT SLOPES - The Sioux series consists of excessively
drained soils forned in sand and gravel on outwash plains, terraces, and eskers. They are
very shal |l ow over gravelly sand. Perneability is rapid or very rapid. This soil has |ow
aval | abl e water capacity and noderate organic matter content. Flooding is NONE

VnA - Vienna Silt Loam O To 3 Percent Sl opes

VnA VIENNA SILT LOAM 0 TO 3 PERCENT SLOPES - The Vienna series consists of ver?/ deep,
wel | drained soils formed in silty and | oa material and the underlying |oany glacia
till on uplands. These soils have nmoderately slow perneability. This soil has high
avai |l abl e water capacity and noderate organic matter content. Flooding is NONE

VnB - Vienna Silt Loam 3 To 6 Percent Sl opes

VnB VIENNA SILT LOAM 3 TO 6 PERCENT SLOPES - The Vienna series consists of ver?/ deep,
wel |l drained soils formed in silty and | oa material and the underlying |oany glacia
till on uplands. These soils have nmoderately slow perneability. This soil has high
avai |l abl e water capacity and noderate organic matter content. Flooding is NONE

VnC - Vienna Silt Loam 6 To 9 Percent

VnC VIENNA SILT LOAM 6 TO 9 PERCENT - The Vienna series consists of very deep, well
drained soils forned in silty and | oany nmaterial and the underlying | oany glacial till on
upl ands. These soils have noderately slow pernmeability. This soil has high avail able
wat er capacity and noderate organic natter content. Flooding is NONE.

WA - Waubay Silty Cay Loam

WA WAUBAY SILTY CLAY LOAM - The Waubay series consists of very deep, noderately well
drained soils formed in local silty glaciofluvial deposits on flats or footslopes, in
slight depressions and in swales. These soils have noderate perneability. This soil has
hi gh avail abl e water capacity and high organic matter content. Flooding is NONE.

WA - Waubay-Forman Silty Cay Loams, 0 To 3 Percent Sl opes

WA WAUBAY-FORMAN SILTY CLAY LOAMS, 0 TO 3 PERCENT SLOPES - The Forman series consists of
deeP, wel | drained, noderately slowy perneable soils formed in calcareous till. These
soils are on till plains. This soil has high avail able water capacity and high organic
matter content. Flooding is NONE

WA WAUBAY-FORMAN SILTY CLAY LOAMS, 0 TO 3 PERCENT SLOPES - The V\auba?/ series consists of
very deep, noderately well drained soils formed in local silty glaciofluvial deposits on
flats or footslopes, in slight depressions and in swales. These soils have noderate
permeabi | i t?/. This soil has high avail able water capacity and high organic matter
content. Flooding is NONE
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